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ECOX Forest R 

Capacity 5.12kWh per battery module, up to 6 modules

Transfer  switch Automatic, integrated
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Battery modules: UL1973, IEC62619, CE
Inverter : IEC62109, IEC61727, TOR, IEC62116, 
IEC60068, IEC61683, NRS 097-2-1

Warranty
Battery: 10 years or 6,000 cycles
Inverter: 5 years
Cabinet: 10 years 

Temperature range ℃ ℃

DC battery input voltage 47.5–57.6V

Max charge current 50 A per module

Cell discharge 5.12kWh with 90% DoD  

Overcharge Protection MOSFET & Fuse protection

Introduction

Specification



Capacity

Nominal voltage

Weight (approximate)

Dimensions W”/H”/D”
 (approximate)

Inverter 8K 10K 12K

R3R2 R5R4 R6

51.2V

180kg 230kg 280kg 330kg 380kg

PV input power 10400W 13000W 15600W

PV input voltage 550V(150V~800V)

MPPT voltage range 200V~650V

Start-up voltage 160V

No.of MPPT tracke s 2

  

Grid type Three Phases

1+1 2+1 2+1

Rated AC output power 8000W 10000W 12000W

AC output rated current 12A 15A 18A

10.24kWh 15.36kWh 20.48kWh 25.6kWh 30.72kWh

720*400*2000mm

Technical Specification

20
00

m
m

720mm 400mm


